
Model Name Coding Rule

NVR Naming Rule

1 2 3 4 5 6 7 8
DS- 76 08 N I -E 2 /8P

DS-: Hikvision 

Products

DS-: General Products

iDS-: Intelligent 
products

Product Series

NVR: 71/76/77/86/96

The number of IP 

channels

Range from 01 to 256

NVR

N: NVR

“I”: stands for 

International

With I: 
for International 
markets

Without I: 
for domestic 
markets only

Stands for 

the product 

generation no.

New generation: 
-E/F/G/H/I/K

Old generation: 
-ST/-RT

The number 

of HDDs

Range from 
1 to 24

Extended function 

and features

/xP: built-in PoE switch 
ports, x stands for the 
number of ports

/W: WIFI

/A: All in one

/GS /GW /GE: 3G

/GLT /GLF: 4G

/L: LCD

/H: with extended HDMI 
interfaces

/I: with extended 
intelligent motherboard

Examples:

DS-9664NI-I8 Hikvision NVR, 64-ch IP video inputs, 8x HDDs

DS-96256NI-F24/H Hikvision NVR, 256-ch IP video inputs, 24 HDDs, with extended HDMI interfaces

DVR Naming Rule

1 2 3 4 5 6 7 8
DS- 72 08 HUH I -F 2 /N

DS-: Hikvision 

Products

DS-: General Products

iDS-: Intelligent 
products

Product Series

DVR: 
72/73/81/90

Analogue Channel 

No.

Range from 
01 to 32

Stands for the 

real-time encoding 

resolution of DVR

HGH:720p

HQH:1080p

HUH:3MP/5MP

“I”: stands for 

International

With I: for International 
markets

Without I: for domestic 
markets only

Stands for 

the product 

generation no.

New generation: -F

Old generation: -SH

Supported hard 

drive no.

Range from 
1 to 8

Extended function 

and features

/N: non-real-time

Example:

DS-7204HUHI-F1/N Hikvision TVI DVR, 4-ch Analogue video input, up to 3MP/5MP non-real-time encoding, 2 HDD interfaces

DS-2: Hikvision 
front-end product

A: Analogue

D: Network

F: High Level

E: Entry Level

The size of PTZ 
camera:

2: 2.5”

4: 4”

5: 5”

6: 6”

7: 7”

8: 8”

Resolution:

0: 700TVL or WD1

1: 1.3MP

2: 2MP

3: 3MP

4: 4MP

5: 5MP

6: 6MP

8: 8MP

Optical Zoom:

03: 3x optical

04: 4x optical

12: 12x optical

18: 18x optical

20: 20x optical

23: 23x optical

30: 30x optical

36: 36x optical

Default: without 
IR

I: with IR light

I3: 300m laser IR

I5: 500m laser IR

V: R4 series

W: R7 Series

A: 24VAC

D: 12VDC

E: PoE/PoE+/
Hi-PoE

L: Low 
temperature 
model

PTZ Cameras

Example:

DS-2DF8223I-AEL 2MP, 23x Hikvision, 8”, IR, network high PTZ Dome (24VAC, P/N system adaptive, RJ45, outdoor PTZ Dome)

DS-2 D F 8 2 30 I V — AE L



DS-2: Hikvision 
front-end product

Colour E: Entry Level 1: Box/bullet

5: Dome/mini

6: 2nd generation 
product

C: 720p 

D: 1080p 

F: 3MP

5: Turbo Camera 
with dual outputs

1: Turbo Camera 
with single output

H: heater

VF: varifocal

VP: vandal-proof

IR: IR range: 10-20m

IRP: IR range: 10-20m (plastic)

IR3: IR range: 30-40m

IR5: IR range: 50-60m

IRA: IR range: 100-110m

IT3: EXIR: 30-40m

IT5: EXIR: 50-80m

A: 24VAC and 12VDC

C: 100VAC-240V

Z: Motorised lens (Turbo HD Camera)

T: Turbo Analogue HD

Analogue Cameras

DS-2 C E 1 6 D 5 T — IT3

IP Cameras

DS-2 C D 2 0 1 2 — I

DS-2: 
Hikvision front-end 
product

iDS-2:  
Hikvision 
intelligent camera

Colour TD: Thermal IP camera 2: 2 line camera, 
entry level

4: 4 line camera, 
project level

6: 6 line camera, 
vehicle/special 
market

Different 
appearance

Even: box/bullet/
cube/covert

Odd: dome/turret

A: Bullet

C: Cube/panda

D: Pinhole

E: Recessed-mount 
mini dome

F: PT Dome

Q: PT camera

T: EXIR Bullet

0: lower than 1MP

1: 1MP/1.3MP/1.4MP

2: 2MP

3: 3MP

4: 4MP

5: 5MP

6: 6MP

8: 8MP

C: 12MP

Different Platform/
Chipset

D: DC power supply only

F: SD/SDHC   

FWD: WDR, SD/SDHC   

H: High frame rate

B: BNC output (some cameras without “B” also support CVBS output)

I: support IR

Z: motorised lens

PT: with pan and tilt

H: heater

W: support WIFI

GS/GW/GE: support 3G

GLT/GLF: support 4G

S: audio, alarm and 485 interface (some cameras with “-S” have RS485 interface, some 
cameras without ”S” also have audio and alarm interfaces)

A: ABF

P: P-iris

SDI: HD-SDI output

FC: Fibre optical output

FCB: Fibre optical digital output (without compression)

M: HDMI output

65:  -IO: 5.5mm power interface & RJ45 network interface 
 -I: molex power interface & aviation network interface

iDS:  /B: Behaviour; /F: Face recognition; /H: Heat map; /C: People counting

Example:

DS-2CD2742FWD-IS  New generation, entry level 4MP Dome IP camera (PoE, 
support IR, Alarm in/out, True WDR)

Model Name Coding Rule




